PERFORMING AN ANALYSIS OF ARRAY WAVEGUIDE (AWG) MULTIPLEXER BASED ON AN OPTICAL NETWORK

Hussein Ahmed Ali

Computer Department, College of Science, University of Kirkuk, Kirkuk, Iraq

ARTICLE INFO

Article history:
-Received: 31/5/2017
-Accepted: 27/12/2017
-Available online: / / 2018

Keywords: Multiplexing, Optical Network, Array Waveguide Multiplexer (AWG), BER.

Corresponding Author:

Name: 
E-mail: hussien_alwaise@yahoo.com
Tel: 
Affiliation:

Abstract

Rapid advances in optical technology have created potential solutions for enabling high capacity networks. The main problem in optical communication in the Ministry of Communication at the Republic of Iraq is dedicating a small bandwidth for each user. Most of the previous works have focused on modifying the characteristics of Array Waveguide Multiplexer (AWG) in the designing level. However, designing of optical communication is expensive which makes these efforts unpractically. Therefore, to develop multi-target communication over the current infrastructure, this paper investigates the performance of the AWG at the components level. In the beginning, an analysis is performed of an AWG at data rates of (8x40Gb/s) over 242.5km fiber optic link with minimum system impairments. The presence of (Passive/Active) components is taken into considerations. The evaluation is performed using Optisystem software simulation package. By adopting (4.0402dBm) total input signal power, the simulation has achieved (0.3545dBm) total output signal power, (-3.6856dBm) total gain, (1.4248dBm) total output noise, and the average power is (-6.4255dBm). Furthermore, the transmission rates are successfully transmitted delivered in a low-cost infrastructure. Moreover, with the presence of multiple users on a single link, the transmission is performed with a high rapidity in addition to a minimum error. Consequently, the simulations can be applied to the existing fiber communication networks with ultimate reduction of the cost and operational expenditure for the overall network system.

I. Introduction

Array Waveguide Multiplexer (AWG) is a generalization of Mach-Zehnder interferometer (MZI). It has multiport connected interiorly by a waveguides array. The (MZI), and (AWG) can be shown as multiple copies of the same signal but shifting in phase by separate quantities, and then both merges together. The (AWG) has many applications, such as (many-to-one) frequency (MUX). By this scheme, it is a (many-input), one-output component, where the (many) are pulses with different frequencies that are merged into the (one) output. The opposite of this scheme, is, (one-to-many) frequency DeMUX[1]. The (AWG) details and light conveay are illustrated in Figure 1 [2].
By increasing needs for Internet and its application services led us to use expectancy to maintain upgrading the WDM networks. Light wave multiplexers and a demultiplexer (MUX/DMUX) are able to mix and allocate many wavelength signals. Also the main device of (WDM) networks which are adopted as flattening waveguides by (MUX/DMUX) component switch (AWG), and mesh components, are the (state-of-the-art); (silica-on-silicon) array waveguide multiplexers are affected by many components exclude multiple numbers and close channel spacing (CS), and the compatibles several tasks on unique integrated circuits (ICs), is not efforts for real regime without changing the parameters of the function in an efficient manner[4].

1. AWG Benefits

The AWG has many advantages. It carries dense wavelength division multiplexing (DWDM) network to a much higher speed and capacity. Besides, AWGs also carry the characteristics of narrow and accurate channel spacing, polarization insensitivity, high stability and reliability. Because the channels for AWGs are added in parallel form, the size of AWGs device will not increase much although the number of channels increases significantly. The AWG acting is the main role in existing, and prospect WDM optical system results because of its modular developing, transparency, elasticity, proficiency, dependability, and protection [5]. The vital benefit of the (AWG) is that its budget does not depend on frequency amount as in the di-electric filter solution. For that reason, it suits city network applications that need to the cost-effective of huge frequency amounts. As a consequence, many types of (AWG’s) can be manufactured in a similar style [6] [7].

2. Array Waveguide Mechanisms

The optical waveguide is a transparent structure that can guide light. Many optical signals refer to a chemical composition. The most effective waveguide used in communication is in actual fact (silicon dioxide, named as silica (SiO<sub>2</sub>)). For MUX/DEMUX optical signals with a different wavelength from (λ<sub>1</sub> to λ<sub>d</sub>) which are sent from the input waveguides to the first (free polarization zone-FPZ). When the input signals enter the first (FPZ), they will separate in the (FPZ), and be sent to the arrayed waveguide (AWG). The length of the (AWG) which is planned as an optical path length difference (ΔL) between neighboring waveguides is equivalent. The equivalent length difference between adjacent (AWG) that will construct a phase difference, so that centring arises at spatially disconnected points at the end of the second (FPZ) based on the frequency. Therefore, signals of different frequencies can be merged to separate output waveguides that will lead to the end of the AWGs. The simple action of the AWGs DEMUX is similar to the simple action of AWGs MUX. Therefore, the AWGs DEMUX can be used as a MUX in the opposite way because of the interchange switching [8].

3. Issues Affecting AWG.

There are few issues affecting the performance of AWGs. The main issues include crosstalk, insertion loss, and polarization. Generally, Crosstalk is caused by a combination of six mechanisms which are receiving crosstalk, truncate, approach exchange, coupling in the array, and phase transferal, confusion, and background radiation [9] [10]. Investigating the cascading connection for AWGs can reduce the crosstalk; the crosstalk also can be enhanced by controlling its nonadjacent crosstalk [11]. Insertion loss in AWGs is mainly caused by the inefficient coupling between the FPZ and the arrayed waveguide. Firstly, is the diffraction loss in the first FPZ due to the finite number of (AWGs)? Secondly, is the faulty centring loss in the next FPZ due to the waveguide hole among AWG at the slab array border that is determined by the mask process? Polarization, there are two kinds of polarization in AWGs, the first one is the polarization dependent dispersion while the other one is polarization rotation. Polarization dispersion may cause the wrong coupling at the output waveguide; hence, causing crosstalk problems [12], [13] and [14].

II. Related Works

Revisions of the present material in the collected works aid a scientist to the proposal and manage his/her tries and eventually to rapid the outcomes he/she arrives at. There is a lot of information regarding AWG. A portion of that and comparative to the present revision is described in this section: Yoshinori 2000 [15] “introduces the principles of the AWG and its application for future optical network”. Klekamp and Wessel 2002 [16] “explain how to use the AWG multiplexers as the key elements for DWDM in optical networks”. Shin et al.

I. An Experiment of AWG MUX/DEMUX with 8 Channels×40Gbps.

The previous studies have been worked on the characteristics of AWG in designing level. This is paper to be covering the components layer to investigate the behavior and performance of AWG. To demonstrating the multi-input multi-output (MIMI) capabilities here, the AWG has been used as MUX/DEMUX. The Figure (2) demonstrates the block diagram of three parts system, while Figures (3 and 4) show our network simulation and layout properties of the AWG architecture. This layout consists of three main parts: the first one is an optical transmitter with its components, the second one is the optical transmission link, and the last one is the receiver with its components.

Figure2: illustrate the block diagram the system.
A. Optical Transmitter

This aspect is responsible for generating an optical signal, and launching them into the optical fiber. Continuous wave (CW) laser with wavelength (193.1THZ-193.8THZ), and power is (0dBm), none-return-to-zero (NRZ) pulse generator, Mach-Zehnder (MZ) modulator. Pseudo-random bit sequences generator generates the signal data patterns (PRBSG), as sequence length equal to (64bits). Sample per bit is (256), and a number of samples is (16384). Each output signal is connected to each input port of an AWG (8x8) multiplexer to multiplexing them, and the output of AWG is connected to the (8x1) power combiner. Figures (5-a, and b) show the optics transmitted subsystems for (1-4) and, (5-8) respectively.

Figure 3: The Block Diagram of AWG architecture.

Figure 4: The main Layout Properties of the AWG MUX/DEMUX.

Figure 5: Transmitter for the AWG (a): The optical transmitter subsystem (1-4), and (b): The optical transmitter subsystem (5-8)
B. Optical Transmission Link.
After the power combiner output, all signals are launched into the transmission line. The first cell is a SSMF with length (200km). The dispersion is equal to (17ps/nm/km), attenuation loss is (0.2dB/km), and effective area is (80μm²). To compensate the degrading of the signal power, two components of Erbium Doped Fiber Amplifier (EDFA) (Gain=40dB, and Noise Figure =6dB) are used. After signal propagates, the dispersion is accumulated. This can be compensated by dispersion compensator fiber (DCF) with length (42.5km), and a dispersion slope (0.21ps/μm²/km). At the end side, all signals have entered into the (1x8) power splitter. Figure 6 demonstrates the optical transmission link, then, each output signal is connected to the corresponding port of an (8x8) AWG to DE-multiplexing them.

![Image of optical transmission link](image1)

Figure 6: Clarifies the optical transmission link subsystem

C. End Front Side Receiver
At the end side of the regime, each signal is filtered by the optical Gaussian filter with bandwidth (10GHz) with the order of (2) and detected by the PIN Photo detector. To reshape each electrical signal enters the low pass Gaussian filter with a cutoff frequency (0.75*Bitrate Hz). Figure (7-a, and b) show the optical receiver subsystems for the channels (1-4), and (5-8) respectively. The output signals have been monitored by the oscilloscope visualizer.

![Image of optical receiver](image2)

Figure 7: Shows the optical receiver for the AWG (a): the (1-4) channels subsystems, and (b): the (5-8) channels subsystem.

II. Simulation Results for the AWG 40Gbps Network system
In this section, the simulation results will be introduced and discussed for the AWG MUX/DEMUX. There are many graphs to explain the relationship between parameters. The output power, gain, and noise figures are calculated through Optical System package as a function of input wavelength. So, the system performance is evaluated from the Q-factor and bit error rate (BER) pattern for all 8-channels. In this experiment, the oscilloscope (monitor) will improve if any waveform that will read output power signal to check each value has accepted or not. However, every graph has unplanned attributes together (amplitude-noise, and time-jitter). These need to have enough minimum samples to permit the monitor to get appropriate information to align the mask of the wave-form to avoiding slight change in the results and failure. The input and output signal behaviors for this regime are listed as follows:

1) Figure (8): shows the power versus wavelength for all channels after combiner and span link is (0km), it’s clear that there is some noise because there is no amplification apply on signals.

2) Figure (9): demonstrates the power versus wavelength from optical spectrum analyzer (OSA) after 200km of SSMF, the signals in shape are good because an amplifier is used to reshape it, and the DCF used to compensate the dispersion aggregated over a fiber link.

96
3) Figure (10): shows 8- signal from OSA, red color (power) and green color (noise) after amplification process through EDFA, there are some noises added by this component.

4) Figure (11): shows all signals from OSA, red color (power) and green color (noise) after management dispersion by DCF, it is clear that the signal form seems good due to DCF process.

5) Figure (12): clarifies the output channel_1 (193.1THz) after reshaping by Gaussian optical filter. The reshaping process by Gaussian filter gives us attractive output signal.

6) Figure (13-19): show oscilloscope visualizer and the amplitude versus time for the output (channel_2 to channel_8) after direct detection by PIN Photo detector. All output signals appear very good in shape. The violation in signals refers to the collecting data at the receiver side. There are many factors influencing the output signal such as (modulation format, sampling, filter, and capacity). The more frequency content of the signal is inhibited, the signal gives the impression to be good, and the wave-form simply comes across the mask check.
Finally, from the dual port WDM analyzer, the (total gain is -3.6856dBm, total input signal power is 4.0402dBm, total output signal power is 0.3545dBm, and total output noise is 1.4248dBm). So, from the optical power meter, the average power is (-6.4255dBm). Based on the details of the
investigations performed by AWG multiplexer, this architecture has been chosen makes the specific applications with low error rate.

III. Conclusions and Suggestions for Further Research
Evaluating performance at data rates of (8x40Gb/s AWG, over 242.5km fiber optic link) with minimum system impairments, and the presence of (Passive/Active) components are taken into considerations. The (total gain is -3.6856dbm), total input signal is (4.0402dbm), total output signal is (0.3545dbm), and total output noise is (1.4248dbm).

Therefore, from the optical power meter, the average power is (-6.4255dbm). The simulation results have shown that data transmission rates successfully transmitted and delivered in a cost-effective infrastructure. Furthermore, the AWG systems have worthwhile achieved with high rapidity and minimum error since case of presence of many users on a single link. Moreover, the scheme is applicable in upgrading the current optical infrastructure and reduces overall cost by adding additional bandwidth to the AWG systems. Additionally, the AWG optical network helps minimizing the big hole with further republics, and improves the growth of commercial operations. Consequently, the proposed method has improved its superiority in compare with existing design. Accordingly, this solution can develop the fiber optic communication of Ministry of communication at the Republic of Iraq for multiple users with high bandwidth rather than a single user with low bandwidth.

Therefore, in the future, the proposed solution can be applied at any node traffic which can be terminated, managed and connected with other networks. This can be performed using other modulation formats to support any-to-any traffic, one hub station, or several Optical Add/Drop Multiplexer (OADM) nodes. Additionally, evolution on the (AWGs) is predictable to give importance to the creation of the upcoming photonic networks including OADM and Optical Cross-Connect (OXC).

References
تحليل الأداء لمصفوفة الدليل الموجي بالاعتماد على شبكة ضوئية
حسين أحمد علي
قسم الحاسوب، كلية العلوم، جامعة كركوك، كركوك، العراق

المنصَب

إن التطور السريع في التقنيات الضوئية يجتاز إلى إيجاد حلول مناسبة تمكن شبكات الاتصالات من الوصول إلى سعة عالية. وتكون الشبكات الرئيسية في الاتصالات الضوئية في وزارة الاتصالات في جمهورية العراق توفر عرض نطاق ترددي صغير لكل مستخدم. وقد تجاوزت الاتصالات الضوئية عرض نطاق ترددي باعتبارها متصفات (مصفوفة مازج توجيه الموجة) في مستوى التصميم. الفكرة في الاتصالات الضوئية من خلال التصميم في الاتصالات الضوئية بتقليل نواتج (مصفوفة مازج توجيه الموجة) بمعدل بيانات (8 قنوات × 80 جيجابايت/ثانية) وطول ليف بصري (5,240 كم) مع انتهاء حدد مجالات النظام، مع الأخذ بعين الاعتبار وحدة الاختبار (الفاعلة / غير الفاعلة) وقمة يتم إجراء التقييم باستخدام المحاكاة البرمجية (Optisystem) (2004).

نستخدم المحاكاة البرمجية الكدية (Optisystem) (2004) ومن خلال النتائج التي أظهرتها المحاكاة ظهر أن طاقة الإشارة الدخيلة تساوي (6,024 دسيبل ميغا واط) وجملة الطاقة الموجة (6,024 دسيبل ميغا واط) ومسؤول الارسال (6,024 دسيبل ميغا واط) ومسؤول الارسال (6,024 دسيبل ميغا واط) ومسؤول الارسال (6,024 دسيبل ميغا واط) مع ضمان وجود عدد من المستخدمين على رابط ضوئي واحد وأتم تشفير عملية التقل نسخة عالية بالإضافة إلى الاختبار (6,024 دسيبل ميغا واط) وبناء على ذلك يمكن تطبيق عملية المحاكاة على شبكات الاتصالات الضوئية خالية بالكلف الكلفة التصميمية والتنفيذية.